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REMINERALIZADOR 
Water hardener additive 

 
 

Formulated as a hardening additive for very soft waters, deionised or treated by reverse osmosis. The 

REMINERALIZADOR addition to printing water provides the constant and optimal characteristics for use in 

offset printing. Its use can help improve print quality and minimize the appearance of printing problems. The 

dilution doses recommended is 0.5%  

 

Properties 

 The REMINERALIZADOR is a concentrated 
aqueous solution. 

 For each 0.5% REMINERALIZADOR 
addition to water, the conductivity increases 
between 240 and 290 μS/cm and the hardness 
between 8 to 10 °dH. 

 It contains biocides to prevent the appearance 
of fungi and algae. 

 It contains corrosion inhibitors. 

 Non aggressive formulation. It is safe for the 
plates and the press plastic and metal parts. It 
does not swell rubber rollers . 

 It is compatible with any fountain solution. 

 It is a Non VOC product. 

 

 

 

User Instructions 

The recommended dilution dose is 0.5% in waters with hardness between 0-1 ºdH. Higher dilutions, which 

would increase the water hardness above 12 ºdH, may cause problems in the printing process. 

It is recommended the control of the reference constants via the use of  a conductivity meter and / or a water 

hardness measuring kit. 

Optimum conductivity: 240-290 μ S / cm 

Optimal Hardness: 8-10 °dH 

 


